#271-90 TL-15 CashGard DEPOSITORY SAFE WITH #167-60 MANUAL OR #167-65 ELECTRIC SECUROMATIC® AFTER HOUR DEPOSITORY HEAD (DRIVE-UP)

**SPECIFICATIONS**

**SAFE:**
13mm (½”) HIGH STRENGTH CARBON STEEL PLATE BODY. ALL WELDED CONSTRUCTION

**DOOR:**
25mm (1”) STEEL LAMINATED DOOR MEETING BANK ACT REQUIREMENTS AS ACCEPTABLE EQUAL

**BOLTWORK:**
ALL SAFES HAVE 25mm (1”) LIVE LOCKING BOLTS ON STRIKE SIDE, AND THREE 25mm (1”) DEAD BOLTS ON THE HINGE SIDE. BOLTS ARE HARDENED FOR SUPERIOR STRENGTH.

**LOCK:**
UL GROUP 1 ELECTRONIC COMBINATION LOCKS ARE STANDARD. A WIDE VARIETY OF ALARM AND LOCKING OPTIONS ARE AVAILABLE WITH THIS LOCK.

**RATINGS:**
INSURANCE SERVICES OFFICE (ISO) MERCANTILE "F"; BANK "G"

**WEIGHT:**
SAFE:
1,113 kg. (2,455 LBS.)

EXTENSION:
270 kg. (595 LBS.)

TOTAL:
1,383 kg. (3,050 LBS.)

A.H.D. HEAD: (VARIATES WITH MODEL NUMBER)
181 kg. (400 LBS. APPROXIMATE)

SEE PAGE 3 OF 4 FOR ADDITIONAL SAFE OPTIONS, INTERIORS, COLORS AND ALARM OPTIONS.

**FILE NO. 172-80 REV. 1**

APPROXIMATE BAG CAPACITY= 80 WHEN USING SECURITY CURTAIN

APPROXIMATE BAG CAPACITY= 130
OPTIONAL ALARM CONDUIT ELBOW LOCATIONS

**SIDE OPTION**

- 31-017034-000G
- 102mm (4") MIN TO OBSTRUCTION
- 102mm (4") MIN TO WALL OPENING
- 38 (1½")

**TOP OPTION**

- 31-017034-001G
- ALARM JUNCTION BOX AND TAMPER SWITCH PROVIDED BY DIEBOLD NIXDORF (KIT #41-023042-000A SUPPLIED WITH SECUROMATIC HEAD) AND INSTALLED BY OWNER'S ELECTRICAL/INSTALLATION CONTRACTOR.
- TO BUILDINGS ALARM SYSTEM.

**BACK OPTION**

- 31-017034-002G
- SEE OPTIONAL ALARM ELBOW LOCATION

**DIMENSIONS IN MILLIMETRES (DIMENSIONS IN INCHES)**

- WALL OPENING: 660 (26")
- 584 (23")
- 38 (1½")
- 229 (9")
- 102mm (4") MIN TO OBSTRUCTION
- 38 (1½")

**PLAN VIEW**

- 997 (39") DOOR SWING RADIUS
- 406 (16") MIN TO ANY OBSTRUCTION
- 1422 (56")

**SEISMIC DETECTOR AND CLEARANCE WHEN SPECIFIED**

- 433 (17")
- 52 (3½")

**NOTE:**

CHEST INTERIORS ARE "NOT INCLUDED" AND MUST BE SPECIFIED ON THE SALES ORDER. SEE PAGE 3 OF 4

**SAFE REQUIREMENTS**

SEE ELECTRICAL REQUIREMENTS

SEE ALARM REQUIREMENTS

MINIMUM WALL RECESS REQUIRED FOR WALL THICKNESS EXCEEDING 203mm (8")

ALARM REQUIREMENTS:

OWNERS ELECTRICAL CONTRACTOR TO FURNISH AND INSTALL 19mm (¾") CONDUIT FROM ALARM CONTROL CABINET TO ALARM JUNCTION BOX ON TOP OF STEEL PLATE ENCLOSURE. 19mm (¾") DIA. CONDUIT ELBOW WELDED TO SAFE WITH 19mm (¾") DIA. FLEX CONDUIT AND ADAPTERS TO ALARM JUNCTION BOX ON TOP OF STEEL PLATE ENCLOSURE. FURNISHED BY DIEBOLD NIXDORF (KIT #41-023042-000A SUPPLIED WITH SECUROMATIC HEAD) AND INSTALLED BY OWNER'S ELECTRICAL CONTRACTOR.

ALARM/ELECTRICAL REQUIREMENTS

- OWNER'S ELECTRICAL CONTRACTOR TO DRILL (1) 25mm (1") HOLE THROUGH STEEL PLATE AT EACH JUNCTION BOX
- TO BUILDINGS ELECTRICAL SUPPLY. BY OWNER'S ELECTRICAL CONTRACTOR
- NOTE:
- CHEST INTERIORS ARE "NOT INCLUDED" AND MUST BE SPECIFIED ON THE SALES ORDER. SEE PAGE 3 OF 4

ELECTRICAL REQUIREMENTS:

OWNERS ELECTRICAL CONTRACTOR TO FURNISH AND INSTALL 19mm (¾") CONDUIT WITH 120VAC., 60Hz, SINGLE-PHASE, 20 AMP (4 AMP LOAD) UNSWITCHED DEDICATED BRANCH CIRCUIT TO DIEBOLD NIXDORF SUPPLIED JUNCTION BOX ON TOP OF STEEL PLATE ENCLOSURE.
#271-90 TL-15 CashGard DEPOSITORY SAFE WITH #167-60 MANUAL OR #167-65 ELECTRIC SECUROMATIC® AFTER HOUR DEPOSITORY HEAD (DRIVE-UP)

## SECUROMATIC AND SAFE OPTIONS - OPTIONAL INTERIORS

### SAFE STANDARD OPTIONS:
- **DOOR SWING:**
  - RIGHT
  - LEFT
- **COLOR:**
  - PLATINUM (STANDARD)
  - BLACK
  - DAWN
  - PLAZA GRAY
  - GRAY 1
  - SPECIAL COLORS AVAILABLE

### SECUROMATIC AFTER HOUR DEPOSITORY HEAD OPTIONS:
- #271-90 CASHGARD/DEPOSITORY WILL ACCEPT ALL #167-SERIES AFTER HOUR DEPOSITORY HEADS
- **OPTIONAL SECURITY CURTAIN**
  - #163-49 ELECTRIC SECURITY CURTAIN
- **OPTIONAL COVERT CAMERA KIT-CUSTOMER VIEW**
  - #41-021968-000A COVERT CAMERA KIT
  - CUSTOMER VIEW - FIELD INSTALLED
- **ATM INTERFACE**
  - #163-67 ATM INTERFACE KIT

### SAFE OPTIONAL EXTRAS:
- **GROUP 2 COMBINATION LOCK**
- **2 COMBINATIONS**
- **DURESS SILENT SIGNAL**
- **DELAY ACTION**
- **MANAGER - CLERK FEATURE**
- **BOLT SENSOR**
- **2-MOVEMENT TIMELOCK**
- **3-MOVEMENT TIMELOCK**
- **ADJUSTABLE SHELVES (MAX. CAPACITY 200 POUNDS)**
- **FIXED SHELVES (MAX. CAPACITY 400 POUNDS)**
- **ALARM PROTECTION**
- **INTERIORS (SEE APPROPRIATE CUT SHEET)**

### FIXED STORAGE SHELF WITH BACK
- 962 (37½") DEEP

### FIXED STORAGE SHELF
- 469 (19½") DEEP

### ADJUSTABLE SHELF
- 476 (19½") DEEP

## SAFE ALARM OPTIONS

### DESCRIPTION

<table>
<thead>
<tr>
<th>TYPE OF PROTECTION</th>
<th>FOR PARTIAL SAFE ALARM PROTECTION 41-014647-002A</th>
<th>FOR COMPLETE SAFE ALARM PROTECTION 41-014647-002F</th>
<th>FOR DOOR CORD FOR CONNECTION TO LOCK 41-014647-001G</th>
</tr>
</thead>
<tbody>
<tr>
<td>DOOR CONTACT</td>
<td>X</td>
<td>X</td>
<td>X</td>
</tr>
<tr>
<td>HEAT THERMO</td>
<td>X</td>
<td>X</td>
<td>X</td>
</tr>
<tr>
<td>SEISMIC - DOOR ONLY</td>
<td>NA</td>
<td>NA</td>
<td>NA</td>
</tr>
<tr>
<td>SEISMIC - DOOR AND BODY</td>
<td></td>
<td>X</td>
<td></td>
</tr>
<tr>
<td>LOCK WITH BOLT SENSOR</td>
<td></td>
<td>X</td>
<td>O</td>
</tr>
<tr>
<td></td>
<td></td>
<td>O</td>
<td>O</td>
</tr>
</tbody>
</table>

**X = STANDARD FEATURES**
**O = OPTIONS**
**NA = NOT AVAILABLE**

**NOTE:**
AT MINIMUM, AHD CONTAINS HEAD CONTACT. FULL AHD ALARM CAN BE PURCHASED.
GENERAL NOTES:
FURNISHED BY DIEBOLD NIXDORF AND INSTALLED BY OWNER’S ELECTRICAL/INSTALLATION CONTRACTOR.
DEPOSITORY HEAD, RECEIVING SAFE, JUNCTION BOX KIT INSTALLED ON TOP OF STEEL AND CONDUIT CONNECTIONS WITHIN SAFE TO JUNCTION BOXES ON TOP OF STEEL PLATE ENCLOSEMENT.
OWNER’S INSTALLATION CONTRACTOR SHALL PROVIDE WALL OPENING AS SPECIFIED (VERIFY EXACT LOCATION WITH ARCHITECT) ADDITIONAL CAULKING AND ALL FINISH REQUIRED AROUND SECUROMATIC DEPOSITORY HEAD AND SAFE.

WALL OPENING DETAILS

- RECESS REQUIRED FOR WALL THICKNESS EXCEEDING 203mm (8")

PLAN VIEW

- PROVIDE VERTICAL AND HORIZONTAL FLAT PLUMB SURFACE AROUND WALL OPENING FOR PROPER INSTALLATION OF THE AFTER HOUR DEPOSITORY

EXTERIOR ELEVATION

- CLEARANCE REQUIRED AROUND WALL OPENING FOR PROPER INSTALLATION OF AFTER HOUR DEPOSITORY

VERTICAL SECTION

- RECESS REQUIRED FOR WALL THICKNESS EXCEEDING 203mm (8")

PERSPECTIVE

- RECESS REQUIRED FOR WALL THICKNESS EXCEEDING 203mm (8")

DIMENSIONS IN MILLIMETRES (DIMENSIONS IN INCHES)

- WALL OPENING
- WALL THICKNESS AS REQUIRED
- 203mm (8") MAXIMUM WALL THICKNESS IN AREA OF UNIT

GENERAL NOTES:
- THICKNESS EXCEEDING 203mm (8")
- RECESS REQUIRED FOR WALL
- WALL OPENING
- PLAN VIEW
- PLAN VIEW
- PROVIDE VERTICAL AND HORIZONTAL FLAT PLUMB SURFACE AROUND WALL OPENING FOR PROPER INSTALLATION OF THE AFTER HOUR DEPOSITORY

FILE NO. 172-80 REV. 1

EXTERIOR ELEVATION

VERTICAL SECTION